Double column type NC Milling Maching

Wider stroke and compact design
High precision work from rough processing to final processing

YZ-1100/ 1300 Series i

Spindle taper No.50
Spindle rotation speed 3000min"

Z : 850mm (min170mm ~ 1020mm)

Oil cooler Scale ATC 32 Rigid tap X : 3200mm

Y : 1500mm

Guidance NC program

Manual

Highly flexible work piece positioning

Side cutting Straightness : 0.006 Simultaneous 2-axes machining  Arc cutting
Squareness : 0.005 Straightness : 0.003
Parallelism : 0.008 ‘g gquﬁlrelness :0 06%%4 Circularity :
; el arallelism : 0.
Margin of face-to-face Margin of face-to-face 0.0025

dimension : 0.01 dimension : 0.002

Boring : Milling : flatness

Precision of positioning

X 0.000

Maximum intersection : 0.005
Level difference: 0.002

YZ-1332ATC

Machine specifications ¥Model can be produced without ATC.
Series name YZ-1100 Series YZ-1300 Series
. " ' . . " Model number 1121ATC / 1132ATC 1321ATC / 1332ATC
This machlng Is deSIQr_‘ed to !'equwe less sPa_ce_ than that requ"ed . . Working surface 2,000x920mm / 3,000x920mm 2,000x1120mm / 3,000x1120mm
by other vertical machines with stroke of a similar class. Cutting capacity S50C | Table T-slot width, number & pitch 187 mmx9 P=100mm PP — e —
. Face mill ¢160mm 8 blades X axis travel 2100mm / 3200mm 2100mm / 3200mm
Vertical type - 3
Cutting depth 4mm Gate width 1100mm 1300mm
[ Working Space ) S 300min-! Y & Z axes travel 1400x850mm 1500x850mm
F 360mm/min Spindle speed 3000 [4000] min™! 3000 [4000] min"!
: : End mill $50mm 6 blades Spindle taper bore 7/24 taper 1SO No.50 7/24 taper 1SO No.50
Cutting depth 50mm Tooling bolt shape MAS-II MAS-II
S 130min-! Tool shank shape BT50 BT50
( Working Space ) F 47mm/min Rapid feed speed XY12000. Z:8000 mm/min XY:12000, Z:8000 mm/min
. Drill $50mm Cutting feed rate (automatic) 0~6,000mm/min 0~6,000mm/min
| Double column type S 140min-1 Cutting feed rate (manual) 0~4,000mm/min 0~4,000mm/min
A Large floor space is required. © Less floor space is required. F 56mm/min Motor power for spindle 1115 kW 11715 kW
Y axis: table and saddle need to be adjusted. Y axis: Work piece does not need to be Tap M48 Required power 31KVA 31KVA
O Access is only possible from the front. moved. S 41min-t ATC tool storage capacity 32 [60] 32[60]
X No access from the column side. © Larger working space Access is possible P 5mm Weight (approx) 14300kg / 17300kg 15700kg / 19000kg

from both sides.

% [] indicates customized specifications.




